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Dear Customer,
Many thanks for buying a stud welding machine from HBS Welding Systems.

We at HBS wish you success at all times when working with this stud welding ma-
chine.

The high level of quality of our products is guaranteed by ongoing further deve-
lopment in the design, equipment and accessories. This may result in differences
between the present operating manual and your product. No claims can therefore be
derived from the data, illustrations and descriptions.

We have compiled the data and information in this reference work with the greatest
care, and have made every effort to ensure that the information contained in this
manual was correct and up-to-date at the time of delivery. We can nevertheless give
no guarantee for an absolutely error-free document.

Should you discover any errors or unclear points when reading this operating manu-
al, please do not hesitate to contact us.

We would also be grateful for any feedback should you have any suggestions or
complaints to make about our product.

HBS Welding Systems GmbH
Felix-Wankel-Strasse 18
85221 Dachau

GERMANY
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A

Important Safety Precautions

The target group for this manual are qualified personnel who in view of their techni-
cal training, know-how and experience and knowledge of applicable regulations are
able to assess the work assigned to them and recognise potential hazards.

Danger from incorrect use

€ Use the stud welding machine only for the purpose described in this ma-
nual.

Otherwise you may endanger yourself or damage the stud welding machine.

You endanger yourself and others if you operate the stud welding machine
incorrectly or fail to observe the safety precautions and warnings. This can
lead to serious injury or extensive material damage.

Danger for unauthorised operating personnel

¢ Work with the stud welding machine only when
— You are appropriately trained, instructed and authorised to do so, and
— You have read and completely understood this operating manual.

€ Never work with the stud welding machine when you are under the influ-
ence of

— Alcohal,
— Drugs or

— Medication.

Danger from unauthorised modifications

€ Never modify the stud welding machine or parts thereof without obtaining
a clearance certificate from the manufacturer.

You will otherwise endanger yourself. This can lead to serious injury or ex-
tensive material damage.

©HBS Welding Systems GmbH
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Life-threatening danger for wearers of active implanted cardiac
devices

Danger for workers at particular risk within the meaning of the
EMF directive

Persons at particular risk within the meaning of the EMF directive are:
— Workers with active implanted medical devices

— Workers with passive implanted medical devices that contain metal
— Workers with medical devices worn on the body
— Pregnant workers.

€ Never operate the stud welding machine if you are among the group
of workers at particular risk within the meaning of the EMF directive.

@ In this case, never remain in the vicinity of the stud welding machine
during welding.

€ Never operate the stud welding machine if persons are located
nearby who are among the group of workers at particular risk within
the meaning of the EMF directive.

Strong electromagnetic fields are produced in the vicinity of the stud
welding machine during welding. These fields can adversely affect the
function of medical devices as well as the course of a pregnancy.

Danger from fumes and airborne particulates

A € Switch on the welding fume extractor at the place of work.
€ Ensure that the room is well ventilated.
€ Never weld in rooms with a ceiling height of less than 3 m.

€ Observe furthermore your working instructions and the accident
prevention regulations.

This will help to avoid health damage due to fumes and airborne parti-
culates.

©HBS Welding Systems GmbH 9
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Danger from glowing metal spatter (fire hazard)

Glowing hot weld spatter and liquid splashes, flashes of light and a
loud bang > 90 dB (A) must be anticipated during stud welding.

@ Inform colleagues working in the immediate vicinity accordingly
before starting work.

@ Ensure that an approved fire extinguisher is available at the work-
place.

€ Do not weld when wearing working clothes soiled with flammable
substances such as oil, grease, petroleum, etc.

€ Wear your proper protective equipment, such as:
— Protective gloves in accordance with the relevant standard,
— Non-flammable clothing,
— A protective apron over your clothing,

— Full-ear hearing protection in accordance with the relevant stan-
dard,

— A safety helmet when welding above your head,
— Safety shoes,

— Safety goggles with sight glass of protection level 2 in compli-
ance with the applicable standards and do not look directly into
the electric arc.

€ Remove all flammable materials and liquids from the vicinity of the
work area before starting welding.

€ Weld at a safe distance from flammable materials or liquids.
Select a safety distance large enough to ensure that no danger can
arise from weld spatter.

Protection of the stud welding unit

@ Protect the stud welding machine against the ingress of foreign
matter and liquids caused by cutting or grinding work in the vicinity
of your work area.

This will help to prolong the service life of your stud welding machine.

10
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Safety notices in accordance with EMF directive 2013/35/EU

Currents flowing through electrical conductors during stud welding cause electric
and magnetic fields that can occur, in particular, near the hand-held welding guns,
the welding arrangement (e.g., welding cables) and the welding power sources.

Due to the high currents, high EMF exposures may occur.

Danger for workers at particular risk within the meaning of the
EMF directive

Persons at particular risk within the meaning of the EMF directive are:
— Workers with active implanted medical devices

— Workers with passive implanted medical devices that contain metal
— Workers with medical devices worn on the body

— Pregnant workers.

Strong electromagnetic fields are produced in the vicinity of the stud
welding machine during welding.

To reduce the danger posed by electromagnetic fields, we recommend, among other
things, the following rules of conduct:

@ Lay all cables as close together as possible.

For proper bundling and safeguarding of the cables, HBS offers protective tubes in
various sizes.

€ Do not position yourself between the welding cables.

€ Only lay the cables to one side and position them as far as possible from the
operating personnel.

€ Do not loop the cables over your body, especially not at head level.

€ Completely unwind the welding cables.

€ Use the shortest possible welding cables.

@ Place portable welding power sources as far away as possible while welding.

@ If possible, do not operate welding power sources in the immediate vicinity of
other persons, do not sit directly next to the welding power source while working
and do not lean against it.

€ In addition to these safety notices, also observe your work instructions and acci-
dent prevention regulations.

©HBS Welding Systems GmbH 1
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2 Symbols and Terms Used

The symbols used in this operating manual have the following meanings:

>

(10

@EOPP>P2RI@® O
D

Danger

Warns you of hazards that can lead to injury of persons or to
considerable material damage.

Caution

Problems in operating may occur if this information is not observed.

No access for people with active implanted cardiac devices

No access for persons with implants made of metal

No access for pregnant women

Danger

Warns you of electrical hazards

Danger

Warns you of electromagnetic fields that can be generated during welding

These symbols prompt you to wear personal protective equipment when
working with the stud welding unit.

This symbol prompts you to wear ear protection. A loud bang > 90 dB (A)
can occur during the welding process.

12
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I TP
Cross-reference to useful information on the use of the stud welding
machine

Cross-references in this operating manual are marked with this
symbol or are printed in italics

ﬁ Fire hazard

(7

Have a suitable fire extinguisher for the working area ready before starting
work.

L g Work instruction

- List

©HBS Welding Systems GmbH 13
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Glossary

Automatic welding head:

Capacitor:

Electric arc:

Rectifier:

Stud feeder:
Stud welding gun:

Stud welding system:

Stud welding unit:

Thyristor:

Welding element:

Welding parameters:

Workpiece:

Device for welding of welding elements
Component for storage of electrical energy.

Autonomous gas discharge between two electro-
des when the current is high enough. A whitish light
is emitted in the process. The electric arc allows
very high temperatures to be generated.

Electrical component that converts alternating vol-
tage into direct voltage

Device for automatic feeding of welding elements
Device for welding of welding elements

Stud welding unit including stud welding gun or
welding head

Device for provision of the electrical energy for
stud welding

Electronic component for contact-free switching of
high currents; switching takes place via the control
input

Component such as stud or pin that is welded to
the workpiece

Mechanical and electrical settings at the stud wel-
ding gun or welding head and at the stud welding
unit (e.g. spring force, charging voltage)

Components such as sheet metal or tubes to which
the welding elements are to be fastened

14
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3 Scope of Supply

3 Scope of Supply

The basic configuration of your stud welding unit contains the following parts:

No. of Part Type

pieces

1 Stud welding unit CDMi 2402

1 Adaptor CDMIi-I/O interface
Contact/CP/Ready/VBZ

1 Operating manual CDMi 2402

@ Inspect the shipment for visible damage and completeness immediately on re-

ceipt.

€ Report any transport damage or missing components immediately to the delive-

ring shipping agent or the dealer (address, see page 2).

4 Accessories

The following ground cables are available as accessories:

No. of Part Type

pieces

1 Ground cable for C 08, CA 08, PAH-1
2.5 m, 25 mm?

1 Data cable

Order No.

92-12-22412B
80-70-490A

US-BA 92-12-22412B

Order No.

92-40-095

80-50-1243

©HBS Welding Systems GmbH
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5 Technical Data

Stud Welding Unit CDMi 2402

for CD stud welding (capacitor discharge welding) according to current standards

Welding range

Welding material

Welding rate

Capacitance
Welding time
Energy

Charging voltage

Primary power

Power source

Cooling type

IP-Code

Ambient temperature limits

Dimension Lx W x H

Weight

#4 to 5/16" (7/16" limited),

dia. 14 ga to 5/16“ (dia. 3/8" limited)
(M3 to M8 (M10 limited),

dia. 2 to 8 mm (dia. 10 mm limited))

Mild steel, stainless steel, aluminum and brass

M3 = 40 studs/min. (Charging voltage 60 V)
M8 = 21 studs/min. (Charging voltage 170 V)
(M10 = 17 studs/min (Charging voltage 210 V))

99000 pF/33000 pF *

1to3 ms

2400 Ws/800 Ws *

50 to 220 V (stepless voltage regulation)

115 V (pluggable to 230 V"), 50/60 Hz, 10 AT

" Contact your service department or dealer for assistance.
Capacitor

F (temperature controlled cooling fan)

IP 21 (not allowed to use while raining)

32 °F to 104 °F (0 °C to 40 °C)

22.44" x 11.22* x 11.42" (570 x 285 x 290 mm)
without handle

578.32 Ibs (26 kg)

* with change over of capacitors

©HBS Welding Systems GmbH
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6 Intended Use
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Intended Use

Our stud welding units are designed and built exclusively for industrial use. Nonin-
dustrial use is expressly forbidden due to the lack of know-how about the welding
technology employed and the applicable standards.

The stud welding unit is intended exclusively for stud welding of standardised wel-
ding elements. Any other use will result in the desired strength of the welded joint
being reduced.

This stud welding unit can only be used with the HBS stud welding guns C 08,
CA 08 and PAH-1, the welding heads KAH 412 and KAH 412 LA as well as the auto-
matic stud feeder VBZ-3.

The intended use also implies observance of the operating manual of the compo-
nent used and compliance with the intervals and conditions for inspection and main-
tenance of the stud welding unit and the components employed.

€ Always check the operating manual of your stud welding gun whether it may be
used with this stud welding unit.

The stud welding unit must be suitable for welding the welding elements in use.

Welding elements manufactured with the cold formed process have a flange and an
ignition tip. During welding, the flange prevents the arc getting to the cylindric part of
the welding element and increases simultaneously the welding area.

@ Please refer to the operating manual of your stud welding gun for
detailed information on which welding elements may be used.

©HBS Welding Systems GmbH 17
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Warranty

Please refer to the latest "General Terms and Conditions" for the scope of the
warranty.

The warranty does not cover faults caused by e.g.

Normal wear,

Improper handling,

Failure to observe the operating manual,
Failure to observe the safety precautions,
Use for other than the intended purpose, or

Transport damage.

Warranty entitlement shall no longer be valid if modifications, changes or service
and repair work is carried out by unauthorised persons or without the knowledge of
the manufacturer. Invalidation of warranty entitlement shall also render the declara-
tion of conformity invalid. The CE marking shall be declared invalid by the manufac-
turer.

We expressly point out that only spare parts and accessories or components appro-
ved by us may be used. The same applies likewise to installed units from our sub-
suppliers.

18
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8 Components of the Stud Welding Unit

8.1 Main Assemblies
2
_ 4
- N
S_L
A > 1 s I'f,
1- Charging device A - Primary supply
2 - Control B - Welding circuit

3 - Welding capacitors
4 - Welding thyristor

The mains alternating voltage is converted to direct voltage in the charging de-
vice (1). Charging of the welding capacitors (3) is performed with the charging
device and is fully adjustable. The welding capacitors store the energy required for
the welding process. The quantity of energy is defined by the operator via the char-
ging voltage.

The welding thyristor (4) releases the charging voltage.

The charging process and the welding process are controlled by the control sys-
tem (2).

The negative pole of the capacitor is connected to the welding gun. The positive
pole is usually connected to the workpiece via vice grips.

The type plate is located on the backside of the stud welding unit.

©HBS Welding Systems GmbH 19
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Type plate
The type plate contains the following information:

Manufacturer

Type

Order No./Serial No.
Primary voltage
Fuse

Power consumption
Cooling class

IP code

Date

20
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8.2 Control Panel and Display

Trigger HIGHER ENERGY
Trigger LOWER ENERGY

Trigger CHANGE OVER OF CAPACITY

Display Trigger CHANGE OVER OF PROGRAMME
- S Trigger AUTOMATIC
GBS Trigger ENTER
) é’% Trigger ARROW
-0 -
EEEO " ] O we-
=
O

Triggers for simplified language setting

I:I LED green =AUTOMATIC on

EE Lep 9reen = CP value within tolerance range
red = CP value out of tolerance range

= green = Stand-by display
@ LED red = Charging

D”g, LED yellow = Contact
Dk LED vyellow = Trigger

04+ LED vyellow = Solenoid

|:|® LED rot = Stud welding unit is locked
= n Lgp Jreen = Temperature OK
red = Temperature error
LF LED red = Error
©HBS Welding Systems GmbH 21
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The terminal presents the interface to you, the operator.

The condition of the welding unit is monitored after switching-on. The display shows
the type of the welding unit and the software version. The following parameters are
monitored:

— Deviation from usual charging time,
— Unit temperature,

— Defective thyristor

— Reload relay

— Reload transistor.

After self-test, the digital display shows the last set welding energy and charging
voltage.

The stud welding unit can be programmed in accordance with your requirements
using the keys ( @ lower - higher).

Using both keys D you can enter the language selection.

Library mode

The stud welding unit is equipped with a library mode. In the library mode, the
factory default setting of welding energy and charging voltages, depending on stud
diameter and stud material can be called up and modified as required.

22 ©HBS Welding Systems GmbH
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8.3 Symbols and Indicators in the Display

Light diodes (LEDs) with the following meanings are located on the right and left of
the display:
EE green lights up when the CP value " is within the tolerance

red - lights up when the CP value " is outside the tolerance

EI@ green lights up when the stud welding unit is ready for welding
red - lights up when the capacitor battery is being charged

red-green - flashes alternately when the capacitor battery automatically

adjusts the charging voltage
This ensures that always the same charging voltage is
provided.

] ”@ yellow - lights up when there is electrical contact between the weld-
ing element and the workpiece

D} yellow - lights up on actuation of the welding-gun trigger

[
O yellow - lights up when a welding gun with solenoids is connected

the stud welding unit is locked

IZI® red

— after welding, as long as there is electrical contact to the
workpiece

— in the event of a fault

— in the event of overtemperature

= n green - The stud welding unit is ready for welding.
red - the stud welding unit is locked
— if the stud welding unit has been thermally overloaded
The "E xxx" fault is shown in the display.
After cooling off, you can continue work.
] F red - the stud welding unit is locked

— if the stud welding unit has been thermally overloaded

— if a fault has occurred in the stud welding unit (fault code
is shown in display)

lights up if automatic mode is switched on

I:I green

) CP = Controlled Process

©HBS Welding Systems GmbH 23
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A fault message appears in the display if one of the variables named under point 8.2
"Keyboard and display" deviates from the standard value.

LCD display

Graphical display, 128 x 64 pixel
With backlight and automatic contrast control

Keys
ENTER
ARROW
PLUS

(<) MiNus

Px

A
CAPACITY
E+

& &

Confirms the selected function

Marks the selected programme item

Increases the selected value

Decreases the selected value

Programme selection

Switch on automatic mode, select automatic time (blow
time)

Switching of capacity 33000 yF/99000 pF

Increase energy (charging voltage)

Reduce energy (charging voltage)

24
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9 Welding Process

9 Welding Process

Stud welding with tip ignition is divided into contact stud welding and gap stud wel-
ding. This stud welding unit must be used exclusively for stud welding with contact
and gap.

9.1 Contact Stud Welding

The stud welding gun is placed onto the workpiece (see figure, position 1). The
welding element which projects above the welding gun support legs, is pushed
back tensioning a pressure spring.

After positioning the stud welding gun against the workpiece, the operator pres-
ses the welding gun trigger and starts the welding process; thus the current
circuit is closed.

The capacitors of the stud welding unit are discharged. Because of the high
discharge current, the ignition tip evaporates explosion-like. The air gap between
welding element and workpiece is ionized (see figure, position 2), an arc is pro-
duced.

The electric arc melts the face of the welding element together with an area of the
workpiece of about the same dimension (see figure, position 3).

Caused by the pressure spring, the welding element moves to the workpiece with
a speed of 0,5 to 1 m/s. The adjusted spring force controls the plunging speed of
the welding element.

Higher plunging speed leads to shortened arc time and consequently to lower
welding energy with identical voltage setting.

The electric arc is cut as soon as the welding element touches the workpiece.

Now the capacitors are short-circuited and the rest of the energy drains off (see
figure, position 4).

The pressure spring continues to push the welding element into the weld pool.

©HBS Welding
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— The weld pool solidifies and the welding element is physically connected to the
workpiece.

— The time period between ignition of the arc and solidification of the weld pool is
about 3 ms.

— The use of contact welding for rapidly oxidising materials like aluminium and
aluminium alloys is not recommended because the arcing period with contact
welding is longer than with gap stud welding.

26 ©HBS Welding Systems GmbH
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9.2 Gap Stud Welding

— The solenoid, which is integrated into the welding gun, lifts the welding element
from the workpiece (see figure, position 1) to the adjusted value "lift” above the
workpiece and tensions a pressure spring (see figure, position 2).

— As soon as the welding piston has reached the upper stop, the current to the
solenoid is cut. Simultaneously, the welding thyristor is triggered and releases the
current flow to the welding element.

— The capacitors of the stud welding unit are discharged. Because of the high
discharge current, the ignition tip evaporates explosion-like. The air gap between
welding element and workpiece is ionized (see figure, position 3). An arc is pro-
duced.

— The electric arc melts the face of the welding element together with an area of the
workpiece of about the same dimension (see figure, position 4).

— The welding element is moved by the pressure spring to the workpiece with a
speed of 0.5 to 1.5 m/s. The adjusted spring force and the preset lift distance
controls the plunging speed of the welding element.

— Higher plunging speed leads to shortened arc time and consequently to lower
welding energy with identical voltage setting.

— The arc is cut as soon as the welding element touches the workpiece.

— Now the capacitors are short-circuited and the rest of the energy drains off (see
figure, position 5).

— The pressure spring continues to push the welding element into the weld pool.

— The weld pool solidifies and the welding element is physically connected to the
workpiece.

— The time period between ignition of the arc and solidification of the weld pool is
about 1 to 2 ms.

©HBS Welding Systems GmbH 27
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10 Preparing Workplace and Welding Process

Danger from fumes and airborne particulates
A € Switch on the welding fume extractor at the workplace.
€ Ensure that the room is well ventilated.
€ Never weld in rooms with a ceiling height of less than 3 m.

€ Observe furthermore your working instructions and the accident preven-
tion regulations.

This will help to avoid health damage due to fumes and airborne particu-
lates.

Danger from fire and explosion

m»
7z

€4 Remove all inflammable materials and liquids from your working area.
€ Ensure that there are no explosive materials in your working area.

€ Ensure that an approved fire extinguisher is available at the workplace.

f Danger from tripping and falling

€ Lay cables and connecting leads in such a way that they are protected
against damage and

€ that you or third parties cannot trip over them or fall.

@ Warning of weld spatter
y @ Ensure that there is no equipment or apparatus in the working area that

could be damaged by weld spatter.

€ Remove if necessary.
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10 Preparing Workplace and Welding Process

Warning of electromagnetic fields

@ Ensure that there is no equipment or apparatus in the working area that
could be damaged by magnetic fields.

€ Remove if necessary.

Danger!

@ Ensure that there is a free circulation of air through the housing of the
stud welding unit.

€ Always place the stud welding unit on a stable, level and clean surface.
€ Check the condition of all cables and cable connections.

€ Have defective cables or their connections immediately repaired or repla-
ced by a qualified electrician.

10.1  Preparing Surfaces

€ Remove

— Paint, oil and other impurities,
— Rust,
— Non-conductive coatings (of surface-coated materials)

from the welding surface and the contact points of the ground clamps.

This ensures a high strength of the welded joints.

€ Weld the welding element only to a flat surface.

€ Ask your application consultant at HBS about welded joints on tubes and riffle
plates (see page 2).
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10.2

10.3

o

10.4

&

Checking the Stud Welding Gun
€ Always check the operating manual of your stud welding gun to see whether it
may be used with this stud welding unit.

This stud welding unit can only be used with the HBS stud welding guns C 08,
CA 08 and PAH-1.

€ Check the chuck of your stud welding gun for proper fit and ensure it is tightened.
@ Check the bellows of your stud welding gun for damage.

€ Check if spring force and lift are set according to the welding parameter table in
the operating manual of the stud welding gun.

@ Refer here to the operating manual of your stud welding gun.

Checking the Stud Welding Head
€ Always check the operating manual of your stud welding head to see whether it
may be used with this stud welding unit.

This stud welding unit can only be used with the HBS stud welding heads KAH 412
and KAH 412 LA.

€ Check the chuck of your stud welding head for proper fit and ensure it is tighte-
ned.

@ Check the bellows of your stud welding head for damage.

€ Check if spring force and lift are set according to the welding parameter table in
the operating manual of the stud welding head.

€ Check whether the welding head equipment has been selected correctly accor-
ding to the welding task.

€ Refer here to the operating manual of your stud welding head.

Checking the Automatic Stud Feeder

€ Always check the operating manual of your automatic stud feeder to see whether
it may be used with this stud welding unit.

This stud welding unit can only be used with the fully automatic stud feeder VBZ-3.

€ Refer here to the operating manual of your automatic stud feeder.
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11 Connection

11 Connection

@ @ First prepare your workplace.

€ Read and observe here point 10 "Preparing Workplace and Welding Pro-
cess".

f Electric shock hazard

@ Leave the stud welding unit switched off during connection of the connec-
ting leads.

In this way you can avoid any unintentional starting of the welding process.

'! @ Secure the cables.

Strong magnetic fields are generated during the welding process that can
lead to whipping of the cables. This can cause the cables to come out of the
plug sockets.

©HBS Welding Systems GmbH
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1.1 Connecting the Welding Gun to the Stud Welding Unit

Connect the welding current cable

€ Only now plug the welding current cable into the correspon-
ding socket of the stud welding unit.

@ Press in the plug and turn it firmly clockwise (to the right).

Connect the control cable

ﬁ @ Plug the control cable in the connector of the stud welding
> unit.

€ Twist the retaining nut of the control cable connector clock-
wise.

Only loosely made connections will result in damage to the plug con-
A nectors.

@ Therefore always check that the plug connector is firmly inserted.

This prevents a poor contact and hence overheating of the plug connectors.

11.2 Connecting the Welding Head to the Stud Welding Unit

€ Connect the welding current cable and the control cable.

@ Proceed as described in section ,, 1.1 Connecting the Welding Gun to the Stud
Welding Unit‘.

Only loosely made connections will result in damage to the plug con-
A nectors.

@ Therefore always check that the plug connector is firmly inserted.

This prevents a poor contact and hence overheating of the plug connectors.
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1.3  Connecting the Adaptor

@ Plug the adaptor if the connectors on your HBS components require this.

1.4 Connecting the Fully Automatic Stud Feeder to the Stud Welding Unit

€ Connect the control socket of the feeding unit (front side) to the control so-
cket X1of the stud welding unit (rear side):

X4 X3 X2 X1

X1 - VBZ connection 12 poles

X2 - Connection external control 16 poles
X3 - RS232 remote control

X4 - RS232 read out
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1.5 Compressed Air Connection
In automatic mode the welding gun PAH-1 or the welding heads KAH 412 and
KAH 412 LA for welding elements from 3 up to 8 mm & can be used.

You can place the welding elements into the welding gun manually (semi-automatic)
or use a fully automatic stud feeder.

2 - Air outlet blue
3 - Air outlet black

@ Plug the air connectors of the welding gun into the air outlet
bushes at the front of the stud welding unit.

€ Observe the color markings:
— black = switched air (during stud feeding time)
— blue = continuous air, for pressing the stud into the chuck and as a stop.

The stud welding unit controls the air between these two bushes.

l@ If the conduits are wrongly connected, feeding and welding malfunc-
tions will occur.

4
4 - Compressed air supply
| __— & Connect the compressed air supply to the compressed air
\/ inlet of the stud welding unit (6 bar/800 I/min.)
NI
" @
®
%, e
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@ If you are using an automatic welding head, connect the compressed air supply
to the compressed air input of the stud welding unit.

@ If you are using a fully automatic stud feeder, connect the compressed air out-
put of the feed unit to the compressed air input of the stud welding unit.

l@ @ Refer here to the operating manual of your welding head or feeding
unit.

You can set the operating pressure of max. 6 bars with the pressure
l@ reducing valve of the feeding unit. In the filter unit, the compressed air
is cleaned and drained.
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1.6 Connecting the Ground Cable

Connect the ground cable

@ Plug the ground cable into the corresponding socket of the
stud welding unit.

@ Press in the plug and turn it firmly clockwise (to the right).

Only loosely made connections will result in damage to the plug con-
A nectors.
@ Therefore always check that the plug connector is firmly inserted.

This prevents a poor contact and hence overheating of the plug connectors.

This stud welding unit is equipped with two ground connections. You can

[@ use the second ground connection to link several stud welding units with
each other.

Connect the ground clamps

€ Remove rust, paint and dirt from the points on the workpie-
ce to which you wish to connect the ground clamps.

€ Attach the ground clamps to the workpiece as tightly as
possible.

€ Pay attention to a good contact and symmetrical connec-
tion.

ﬂ%’ The welding point should be in the middle between the two ground
clamps.
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11.7  Connecting the Stud Welding Unit to the Mains Supply

f Electric shock hazard
€ Have an electrician check whether the plug socket to which you intended
to connect the stud welding unit is correctly earthed.

€ Connect the stud welding unit only to a mains supply with the same mains
voltage as that indicated on the type plate.

€ Compare the current consumption indicated on the type plate with the
fuse of your mains power supply.

€ Check that the stud welding unit is switched off.
€ Only now insert the plug into the plug socket.
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11.8

Integrating the Stud Welding Unit into a CNC System
@ To do this, connect the control socket of the feeding unit (on the front side) to the
control socket X1 of the stud welding unit (on the rear side).

@ Proceed as described in section 71.3 Connecting the Fully Automatic Stud Fee-
der to the Stud Welding Unit.

€ Then connect the control sockets X2, X3 and X4 of the stud welding unit (on the
rear side) with the external control as follows:

X4 X3 X2 X1

X1 - VBZ connection 12 poles
X2 - Connection external control
X3 - RS232 remote control

X4 - RS232 read out

Operating voltage for inputs and outputs: 24 V DC,

Current capacity: max. 50 mA
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11.8.1 VBZ-3

You can set the blow time (stud feeding time) for the VBZ. The blow time can be set
between 250 ms and 5000 ms in 250 ms steps.

11.8.2 Control System

Output: External contact

For optimum control of the process timing in CNC stud welding machines, an exter-
nal contact scan takes place between the workpiece and welding head. If contact is
reported, the transistor switches on (control jack X2, 16-poles, pin 8).

@ @ Refer here to the operating manual of your welding head.

Output: Device on

The external control system receives a signal on this output which reports that the
stud welding unit is switched on (control jack X2, 16-pin, pin 9).

Output: Ready externally (loading control)

For optimum control of the process timing in CNC stud welding machines, external
loading control takes place. If the stud welding unit is ready for welding, the transis-
tor switches on (control jack X2, 16-poles, pin 10).

Output: CP OK

The external control system receives a signal on this output which reports that the
CP value is within the specified tolerance (control jack X2, 16-poles, pin 11).

Output: CP NOK
The CP value is outside the specified tolerance (control jack X2, 16-poles, pin 12)

Output: Welding successful

This output is used to detect whether welding has taken place (control jack X2,
16-poles, pin 13).
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Output: Overtemperature

The external control system receives a signal on this output which reports that either
the temperature of a charging unit or the internal temperature of the stud welding
unit is too high (control jack X2, 16-poles, pin 14).

Output: Solenoid

The external control system receives the "solenoid present on welding head" signal
(control jack X2, 16-poles, pin 15).

Input 1to 4

15 programmes can be selected from the external control system on this input (con-
trol jack X2, 16-poles, pin 2, 3, 4 and 5).

This is possible with the following combinations:

1 0 0 0 Programme 1
0 1 0 0 Programme 2
1 1 0 0 Programme 3
0 0 1 0 Programme 4
1 0 1 0 Programme 5
0 1 1 0 Programme 6
1 1 1 0 Programme 7
0 0 0 1 Programme 8
1 0 0 1 Programme 9
0 1 0 1 Programme 10
1 1 0 1 Programme 11
0 0 1 1 Programme 12
1 0 1 1 Programme 13
0 1 1 1 Programme 14
1 1 1 1 Programme 15
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11.8.3

11.8.4

Input: External welding start

An additional external welding start is provided on the rear side of the stud welding
unit for linking the stud welding unit to CNC stud welding machines (control jack X2,
16-poles, pin 6). The input is designed for 24 V-DC control devices (signal length
min. 200 ms).

The welding start can also be on the front side of the stud welding unit, using the
welding gun control plug (pin 3; 4).

Pin 3; 4 is to be short circuited for at
leasts 100 ms for the welding start.

—

Remote Control

You can control the stud welding unit remotely via the RS 232 interface (X3,
9-poles).

Read Out

You can read out the data of the stud welding unit via the RS 232 interface (X4,
9-poles).
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12 Welding

@ First connect up the stud welding unit.

€ Read and observe here point 11 ,Connection”.

Life-threatening danger for wearers of active implanted cardiac
devices

® Danger for workers at particular risk within the meaning of the EMF

@@ O

directive

Persons at particular risk within the meaning of the EMF directive are:
— Workers with active implanted medical devices

— Workers with passive implanted medical devices that contain metal

— Workers with medical devices worn on the body

Pregnant workers.

@ Never operate the stud welding machine if you are among the group of
workers at particular risk within the meaning of the EMF directive.

@ In this case, never remain in the vicinity of the stud welding machine
during welding.

@ Never operate the stud welding machine if persons are located nearby
who are among the group of workers at particular risk within the meaning
of the EMF directive.

Strong electromagnetic fields are produced in the vicinity of the stud welding
machine during welding. These fields can adversely affect the function of
medical devices as well as the course of a pregnancy.
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12.1  Switching on the Stud Welding Unit

1 - Mains switch

2 - Mains fuse

€ Only now switch on the stud welding
unit at the mains switch (1).

12.2 Determining the Charging Voltage
Determination of charging voltage at the stud welding unit using the keys (:1) and @
depends i.a. on
— the welding gun used,
— the material of the welding element,
— the diameter of the welding element,
— the material of the workpiece.

€ Determine the charging voltage to be set at the stud welding unit using the fol-
lowing tables.

The figures in these table are indicative values and must be checked
l@ by means of a test welding on the original material with the same pro-
perties as the original workpiece.
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Determining the Charging Voltage for the Welding Guns C 08 and CA 08

Diameter of welding elements CDMi 2402

mﬁiﬁg;g elements metric © imperial (US) \?c?lgg:an% Capacity | Energy

PT,UT | IT PTLUT | 1T inV (Thyristor) | in Ws
Material of workpiece: Mild steel (suitable for welding)
4.8 (suitable for welding) M3, 3 mm -- 1/8* - 100 = 165
4.8 (suitable for welding) | M4, 4 mm - 5/32¢ -- 120 = 238
4.8 (suitable for welding) | M5, 5 mm 5 mm, M3 3/16* #10-32 100 == 495
4.8 (suitable for welding) | M6, 6 mm 6 mm, M4 1/4¢ 1/4-20 130 == 837
4.8 (suitable for welding) | M8, 7.1 mm 7.1 mm, M5 5/16* 5/16-18 170 == 1431
Material of workpiece: Galvanised steel (suitable for welding)
A2-50 M3, 3 mm - 1/8¢ - 120 == 238
A2-50 M4, 4 mm - 5/32" - 150 = 371
A2-50 M5, 5 mm 5 mm, M3 3/16" #10-32 170 == 1431
A2-50 M6, 6 mm 6 mm, M4 1/4* 1/4-20 210 == 2183
Material of workpiece: Alloyed steel (suitable for welding)
A2-50 M3, 3 mm - 1/8° - 75 = 93
A2-50 M4, 4 mm - 5/32" - 110 = 200
A2-50 M5, 5 mm 5 mm, M3 3/16" #10-32 90 == 401
A2-50 M6, 6 mm 6 mm, M4 1/4* 1/4-20 130 == 837
A2-50 M8, 7.1 mm 7.1 mm, M5 5/16" 5/16-18 170 == 1431
Material of workpiece: Alloyed steel (suitable for welding)
CuZn37 M3, 3 mm - 1/8° - 90 = 134
Cuzn37 M4, 4 mm - 5/32" - 130 %= 279
CuZn37 M5, 5 mm - 316" - 100 2 FF 495
CuzZn37 M6, 6 mm - 1/4* - 1502 == 1114
CuzZn37 M8, 7.1 mm - 5/16" - 2202 == 2396
Material of workpiece: Galvanised steel (suitable for welding)
CuZn37 M3, 3 mm -- 1/8° - 120 = 238
CuZn37 M4, 4 mm -- 5/32" - 150 = 371
CuZn37 M5, 5 mm -- 3/16" - 135 == 902
CuzZn37 M6, 6 mm -- 1/4* - 150 ==F 1114
Cuzn37 M8, 7.1 mm - 5/16" - 180 == 1604
Material of workpiece: Aluminium
AlMg3 M3, 3 mm - 1/8" - 90 = 134
AlMg3 M4, 4 mm - 5/32" - 125 = 258
AlMg3 M5, 5 mm 5 mm, M3 3/16° #10-32 100 == 495
AlMg3 M6, 6 mm 6 mm, M4 1/4* 1/4-20 130 == 837
AlMg3 ¥ M8,7.1mm* | 7.1 mm, M5% 5/16" 5/16-18 2109 == 2183

" to be checked by test weldings
2 only possible in combination with welding gun C 08
3 only possible in combination with welding gun CA 08

4 Due to the material properties of Aluminium and resulting limitations for the process stability, a maximum stud
diameter of M6 is recommended.

8 according to EN ISO 13918
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Determining the Charging Voltage for the Welding Gun PAH-1
(archived in library mode)

Diameter of welding elements CDMi 2402

mﬁiﬁihg elements metric © imperial (US) \?c;gg::% Capacity | Energy

PT.UT | IT PTLUT | 1T inV (Thyristor) | in Ws
Material of workpiece: Mild steel (suitable for welding)
4.8 (suitable for welding) M3, 3 mm -- 1/8¢ - 100 = 165
4.8 (suitable for welding) | M4, 4 mm - 5/32¢ -- 120 = 238
4.8 (suitable for welding) | M5, 5 mm 5 mm, M3 3/16* #10-32 105 == 546
4.8 (suitable for welding) | M6, 6 mm 6 mm, M4 1/4¢ 1/4-20 135 === 902
4.8 (suitable for welding) | M8, 7.1 mm 7.1 mm, M5 5/16“ 5/16-18 180 === 1604
Material of workpiece: Galvanised steel (suitable for welding)
A2-50 M3, 3 mm - 1/8¢ - 120 = 238
A2-50 M4, 4 mm - 5/32" - 150 = 371
A2-50 M5, 5 mm 5 mm, M3 3/16" #10-32 150 == 1114
A2-50 M6, 6 mm 6 mm, M4 1/4* 1/4-20 180 = =x 1604
Material of workpiece: Alloyed steel (suitable for welding)
A2-50 M3, 3 mm - 1/8* -- 70 = 81
A2-50 M4, 4 mm - 5/32" -- 110 = 200
A2-50 M5, 5 mm 5 mm, M3 3/16" #10-32 100 == 495
A2-50 M6, 6 mm 6 mm, M4 1/4* 1/4-20 130 ==x 837
A2-50 M8, 7.1 mm 7.1 mm, M5 5/16" 5/16-18 180 == 1604
Material of workpiece: Alloyed steel (suitable for welding)
CuzZn37 M3, 3 mm - 1/8" -- 95 = 149
Cuzn37 M4, 4 mm - 5/32" - 120 = 238
Cuzn37 M5, 5 mm - 316" - 100 FF 495
Cuzn37 M6, 6 mm - 1/4* -- 145 == 1041
CuzZn37 M8, 7.1 mm - 5/16" -- 210 == 2183
Material of workpiece: Galvanised steel (suitable for welding)
CuzZn37 M3, 3 mm - 1/8" -- 130 = 279
CuzZn37 M4, 4 mm - 5/32" -- 165 = 449
CuzZn37 M5, 5 mm - 3/16" -- 140 == 970
CuzZn37 M6, 6 mm - 1/4* -- 150 == 1114
Cuzn37 M8, 7.1 mm - 5/16" - 190 === 1787
Material of workpiece: Aluminium
AlMg3 M3, 3 mm - 1/8¢ - 80 = 106
AlMg3 M4, 4 mm - 5/32" - 120 = 238
AlMg3 M5, 5 mm 5 mm, M3 3/16" #10-32 120 FF 713
AlMg3 M6, 6 mm 6 mm, M4 1/4* 1/4-20 140 ==x 970
AlMg3 9 M8,7.1mm®* | 7.1 mm, M54 5/16" 5/16-18 180 == 1604

" to be checked by test weldings

4 Due to the material properties of Aluminium and resulting limitations for the process stability, a maximum stud
diameter of M6 is recommended.

8 according to EN ISO 13918
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Determining the Charging Voltage for the Welding Head KAH 412

Diameter of welding elements CDMi 2402

Material i
of welding elements metric © imperial (US) V‘;R:&%"}?s) Capacity | Energy

PT,UT | IT PTLUT | 1T inV (Thyristor) | in Ws
Material of workpiece: Mild steel (suitable for welding)
4.8 (suitable for welding) M3, 3 mm -- 1/8* - 120 = 238
4.8 (suitable for welding) | M4, 4 mm - 5/32¢ -- 150 = 371
4.8 (suitable for welding) | M5, 5 mm 5 mm, M3 3/16* #10-32 145 == 1041
4.8 (suitable for welding) | M6, 6 mm 6 mm, M4 1/4¢ 1/4-20 160 == 1267
4.8 (suitable for welding) | M8, 7.1 mm 7.1 mm, M5 5/16“ 5/16-18 210 === 2183
Material of workpiece: Galvanised steel (suitable for welding)
A2-50 M3, 3 mm - 1/8¢ - 130 == 279
A2-50 M4, 4 mm - 5/32" - 185 = 565
A2-50 M5, 5 mm 5 mm, M3 3/16" #10-32 160 == 1267
A2-50 M6, 6 mm 6 mm, M4 1/4* 1/4-20 170 == 1431
Material of workpiece: Alloyed steel (suitable for welding)
A2-50 M3, 3 mm -- 1/8° - 125 = 258
A2-50 M4, 4 mm - 5/32" - 150 = 371
A2-50 M5, 5 mm 5 mm, M3 3/16" #10-32 135 == 902
A2-50 M6, 6 mm 6 mm, M4 1/4* 1/4-20 150 == 1114
A2-50 M8, 7.1 mm 7.1 mm, M5 5/16" 5/16-18 210 == 2183
Material of workpiece: Alloyed steel (suitable for welding)
CuzZn37 M3, 3 mm -- 1/8° - 130 = 279
CuzZn37 M4, 4 mm - 5/32" - 190 = 596
Cuzn37 M5, 5 mm - 3/16* - 180 == 1604
CuzZn37 M6, 6 mm - 1/4* - 190 == 1787
CuzZn37 M8, 7.1 mm -- 5/16" - 220 == 2396
Material of workpiece: Aluminium
AlMg3 M3, 3 mm -- 1/8° - 120 = 238
AlMg3 M4, 4 mm - 5/32" - 145 = 347
AlMg3 M5, 5 mm 5 mm, M3 3/16" #10-32 140 == 970
AlMg3 M6, 6 mm 6 mm, M4 1/4* 1/4-20 160 == 1267
AIMg3 4 M8, 7.1 mm* | 7.1 mm, M54 5/16" 5/16-18 210 == 2183

" to be checked by test weldings

4 Due to the material properties of Aluminium and resulting limitations for the process stability, a maximum stud
diameter of M6 is recommended.

5 When using other ground cable configurations welding parameters may differ from the standards. Generally,
longer ground cables require a higher charging voltage.

8 according to EN ISO 13918
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12.3

Setting Options

Delivery condition

When you switch on the stud welding unit for the first time, you can check and set
the language, date and time:

Setup
Language <english>

- + -

@ If necessary, change the language using the two touch keys and [3

€ Confirm the language setting with the Enter key .

@ Proceed as described above for the day, month, year, hour and minute settings.
@ If necessary, change the settings with the two touch keys |+ and E]

€ Confirm each of the settings with the Enter key .

After confirming the minute setting, all settings are displayed again:

Language <english>
Date 28:04:14
Time 08:15
OK?
o | >

€ Confirm the settings with the ENTER key .
(Use the touch key to return to setup mode.)
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Basic settings
You can set the machine according to your requirements. To do this, call up the sub-
menu with the arrow key .

The following menu items are then available to you:

Library Calls up the library for stud diameter and material

Setup CP  Settings of the CP functions

Setup User Settings for counter, language, unit, date, time and baud rate
Service For internal use/service settings

Gun test Menu item is only displayed if welding guns and welding
heads which have a solenoid are connected

In general, select the submenu with the arrow key , and select the menu item by
pressing the arrow key again.

If the arrow key is pressed for approx. two seconds, the system cancels the
setting process. The system changes back to the main menu from all levels without
adopting the changed values.

Open the selected menu item with the Enter key .

Confirming settings and exiting a menu item can also be done with the
Enter key .

After the stud welding unit has been switched on, the following appears in the dis-
play:

P: 1 43 Ws
51V

I

©HBS Welding Systems GmbH 49

All rights reserved — Reprinting, in whole or in part, only with the approval of the manufacturer



12 Welding HBS
N 4

12.3.1 Simplified Language Setting

Use this function to change the display of the stud welding unit to a different lan-
guage.

€ Use the and @ touch keys to select the charging voltage of 123 V.
€ Now press both touch keys . simultaneously:

s ™
i

D

" (A ki
@ =N

F
EEEO

</
The LED next to the left touch key . illuminates green. The set language is dis-
played:
Language
@ <english>
—l > + -

@ Select a language with the two touch keys (+J and E]
@ Confirm the selection with the Enter key .
The language setting is saved and the program returns to the main menu.

Press the arrow key for a longer time to return to the main menu without chang-
ing the previous language.
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12.3.2 Setting Charging Voltage
@ @ First determine the necessary charging voltage.

€ Read and observe here point 12.2 "Determining the charging voltage”.

@ Set the necessary charging voltage with the and @ keys on the display:

P: 1 165 Ws
100 V

1

The settings are automatically saved.
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12.3.3

&

Setting Capacity

Under this menu item, you can select the welding energy by switching the capacity
of your device.

Two levels (800 Ws and 2400 Ws) are available.

@ First determine the necessary capacity.

€ Read and observe here point 12.2 "Determining the charging voltage".

@ Select the desired charging capacity with the capacity key ﬁ"-

P: 1 165 Ws
100 V

i FF

One or two capacitors are illustrated on the top right of the display:

- _ .
— = Selection: 800 Ws

. _ .
- —— = Selection: 2400 Ws

The settings are automatically saved.
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12.3.4 Selecting Programmes

In the CDMi stud welding unit, you can select 15 different programmes. The pro-
grammes can be made up of different functions (capacity, energy, etc.).

You can select programmes 1 to 15 with the key.

P: 1 165 Ws
100 V

0

The display shows you all previously preset values.
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12.3.5 Setting Stud Feeding Time (Automatic)

In automatic mode, you can set the blow time (stud feeding time) for the VBZ and
plunger. The blow time can be set between 250 ms and 5000 ms in 250 ms steps.

€ To do so, press the automatic key .

The "AUTOMATIC" [ LED lights up; the blow time with value 250 ms appears
on the left side of the display.

@ By pressing the automatic key again, the value increases by 250 ms.
The settings are automatically saved.

The display shows you all set values:

P: 1 165 Ws
100 V

0.250 s

sl .

After the value "5000 ms" has been reached, the blow time switches off and the
"AUTOMATIC" [ LED goes out.
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12.3.6 Calling up Library

In the "Library" menu item, you can call up the energy related to stud diameter and
material. The preset values are reference values. They apply if the stud and work-
piece are made of the same materials.

@ Press the arrow key to call up the submenu.

€ Now press the arrow key until the "<" character appears in front of "Library".

Menu 1/1

< Library >
Setup CP
Setup User
Service

€ Open the "Library" menu item with the ENTER key .

Selecting material
@ Select "Stud" with the (> arrow key.

P: 1 1/1
Library

Stud <Fe4.8>
Mat. Fe4.8
Diam. M 3
Energy 100V
Capacit. 33mF
Lib. On

€ You can now select the material with the | +] or B key.

Selecting stud diameter
@ Select "Diam." with the | >] arrow key.

P: 1 1/1
Library

Stud A2-50
Mat. A2-50
Diam. <M 3>
Energy 100V
Capacit. 33mF
Lib. On

©HBS Welding Systems GmbH

All rights reserved — Reprinting, in whole or in part, only with the approval of the manufacturer




12 Welding

HBS
N~

€ You can now select the stud diameter with the | +] or E] key.

Switching on library
@ Select "Lib." with the [ >] arrow key.

P: 1
Library
Stud
Mat.
Diam.
Energy
Capacit.
Lib.

1/1

A2-50
A2-50
<M 3>
100V

33mF
<On>

€ You can now switch the library function on or off with the (+] or [3 key.

Setting options - CDMi 2402":

Material Material Diameter of welding element

of welding element | of workpiece PT uT IT

Fe4.8 Fe4.8 | M3toM10 3mmto 7.1 mm 5mmto 7.1 mm (M3 to M5)
A2-50 Fe4.8vz 2 |M3to M8 3mmto 7.1 mm 5 mm and 6 mm (M3 and M4)
A2-50 A2-50 3 | M3toM10 3mmto 7.1 mm 5mmto 7.1 mm (M3 to M5)
Cuzn37 A2-50 4 | M3 to M8 3mmto 7.1 mm -

AlMg3 AlMg3 9 | M3 to M6 3 mm to 6 mm 5 mm and 6 mm (M3 and M4)

*) The welding parameters for these material combinations you can find in section 12.2 Determining the Charging

Voltage.

1) Material welding element: 4.8 (suitable for welding) / Material workpiece: Mild steel (suitable for welding)
2) Material welding element: A2-50 / Material workpiece: Galvanised steel (suitable for welding)

3) Material welding element: A2-50 / Material workpiece: Alloyed steel (suitable for welding)

4) Material welding element: CuZn37 / Material workpiece: Alloyed steel (suitable for welding)

5) Material welding element: AIMg3 / Material workpiece: Aluminium

l@ All setting parameters must be checked with test weldings and adapted to

the welding result.

@ Confirm your selection with the Enter key .
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The settings are automatically saved.

The display shows you all set values:

P: 1 79 Ws
130V

M3 CuZn37
(1] Fe4.8vz

1

12.3.7 Setup CP

To be able to evaluate the process flow during welding, a CP value is calculated
from the existing signals. The CP value is calculated via a special algorithm stored in
the micro controller. No special welding guns and/or measuring cables are needed
for this function monitoring system.

The micro controller determines the reference CP value during welding. This is the
mean value of eight sequential welds. In the normal work flow, the current CP value
is compared to the reference CP value. If the set tolerance range is exited, the sys-
tem reports a deviation and displays this via LEDs or the digital output.

EIE green: value is within the set tolerance range

EIE red: value is outside of the set tolerance range

If desired, it is possible to lock the device after the occurrence of a deviation.

You have the option of entering a CP value manually. This value must first be deter-
mined by eight reference welds. This makes it possible to store the CP value for dif-
ferent programme processes. This enables storage of a special CP value for every
stud/charge measurement as well as function monitoring.
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This is how you activate the CP control:
@ Press the arrow key to call up the submenu.

4 Now press the arrow key until the "<" character appears in front of "Setup

CP".
Menu 1
Library
< Setup CP >
Setup User
Setup Service

€ Open the "Setup CP" menu item with the Enter key .

Select mode
@ Select the menu item with the [ >] arrow key.

P: 3 1/1
Setup CP

Mode: <Input>
Ref: 00000

Tol: 01%
Stop: Off
CP: Off

You can choose between two modes with the (+J and E] keys:
1. Mode Ref

The CP value is determined by 8 reference weldings.

2. Mode Input

The CP value was determined through previous welds and can be stored for every
individual welding programme.
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Mode Ref: Determine reference value

Enter tolerance value
# Select the menu item with the > arrow key.

P: 3 1/1
Setup CP

Mode: Ref

Tol: <01%>
Stop: Off

CP: Off

@ Enter the tolerance value with the (+J and [3 keys.

You can enter tolerances between 1 % and 99 %.

Switch off stop

In this mode the reference values are determined first, therefore you can set the

function to “Stop” to “On” or “Off”.
€ Take note of the settings:

Tolerance:

Stop:

Reference value:

Switch on process control (CP)
@ Select the menu item with the (>] arrow key.

P: 3 1/1
Setup CP

Mode: Ref

Tol: 10%

Stop: Off

CP: <Off>

€ Switch the process control on or off with the [ +]) and E] keys.
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P: 3 1/1
Setup CP

Mode: Ref

Tol: 10%

Stop: Off

CP: <On>

€ Confirm your settings with the Enter key .
The settings are automatically saved.

The display shows you all set values:

P: 3 279 Ws
0,500
CP Ref 8 A 0
M3 A2-50 ke
™
[ 1] Fe4.8vz
CcP Ref 8 A XXXX
CP - Ein Reference 8 Reference weldings Current  value
mode must be carried out
m M3 A2-50 l
Fed4.8vz ——
Switch on Stud Material of welding ele- Keys are  One thyris-
library diameter ment not lo- tor is swit-
Material of workpiece cked *) ched on

*) Keys can be locked via the RS232 interface (remote control)

@ Set the parameters on the welding gun which you have determined through test
welds.

€ Perform now eight reference welds.

@ After the second weld, the display counts backwards to zero.
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From the values determined during the welding, the average value is ascertained as
a reference value and saved:

P: 3 279 Ws
0,500
CP R 5971 A 6135
M3 A2-50 ke
™
[T] Fe4.8vz
P:3 279 Ws
Programme 3 Determined
energy
0,500 130V
Blow time*) Determined
charging voltage
CP R XXXX A XXXX
CP-0On Reference Reference value Current  value
mode
[I] M3 A2-50 ]
Fe4.8vz ——
Switch on Stud Material of welding ele- Keys are  One thyris-
library diameter ment not lo- tor is swit-
Material of workpiece cked *) ched on

*) Blow time see chapter 712.3.5 Setting Stud Feeding Time (Automatic) on page 54.

€ Take note of the reference value. Add it to the table on page 59.

€ You can now perform your welding.
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Mode Input: Enter reference value

@ Select the menu item with the [ >] arrow key.

P: 3 1/1
Setup CP

Mode: Input

Ref: <00000>
Tol: 01%

Stop: Off

CP: Off

@ Enter the reference value with the | +] and [3 keys.

P: 3 1/1
Setup CP

Mode: Input

Ref: <05971>
Tol: 01%

Stop: Off

CP: Off

Enter tolerance value
@ Select the menu item with the [ >] arrow key.

P: 3 1/1
Setup CP

Mode: Input

Ref: <05971>
Tol: <01%>
Stop: Off

CP: Off

@ Enter the tolerance value with the and E] keys.

You can enter tolerances between 1 % and 99 %.
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Switch on stop
@ Select the menu item with the > arrow key.

P: 3 1/1
Setup CP

Mode: Input

Ref: <05971>
Tol: 10%
Stop: <Off>
CP: Off

€ Switch the stop function on or off with the (+] or [3 key.

Stop: On The welding process is automatically stopped if the CP value is out-
side the tolerance range. This lock can only be released by pressing
the Enter key .

Stop: Off The device continues to weld; the LED or the digital outputs show
whether the welds are within or outside the tolerance range.

©HBS Welding Systems GmbH 63

All rights reserved — Reprinting, in whole or in part, only with the approval of the manufacturer



12 Welding HBS
N 4

Switch on process control (CP)
@ Select the menu item with the | >J arrow key.

P: 3 1/1
Setup CP

Mode: Input
Ref: <05971>

Tol: 10%
Stop: Off
CP: <Off>

€ Switch the process control on or off with the (+] or [3 key.

P: 3 1/1
Setup CP

Mode: Input

Ref: <05971>
Tol: 10%
Stop: Off

CP: <On>

€ Confirm your settings with the Enter key .

The settings are automatically saved.
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The display shows you all set values:

P: 3 279 Ws
CP | 5971 A 0
M3 A2-50 ke
=
[T] Fe4.8vz
CP I 5971 A XXXX
CP-0On Input mode Ref. value Current  value
M3 A2-50 l
ED Fe4.8vz m——
Switch on Stud diameter Material of welding Keys One thyristor
library element are not is switched
Material of workpiece locked *) on

*) Keys can be locked via the RS232 interface (remote control)
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12.3.8 Setup User

You can make the following user-defined settings in this submenu:
— Counter

— Language

— Diameter given in metric or standard units

— Date

— Time

— Baud rate for reading out the CP protocol

This is how you activate "Setup User":

@ Press the arrow key to call up the submenu.

€ Now press the arrow key until the "<" character appears in front of "Setup

User".
Menu 1
Library
Setup CP
< Setup User >
Service

€ Open the "Setup User" menu item with the Enter key .

Page 1:
1/2
Setup User
Counter 0]
Language english
mm/mil metr.
Date 05.06.13
Time 14:48
next >
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@ Select the "Continue" menu item with the [ >] arrow key.
€ Now open page 2 with the Enter key .

Page 2:
2/2
Setup User
Com Rem 115200
Com CP 115200
next >

€ You can go back to page 1 with the [3 key.

Counter

@ Select the menu item with the (>] arrow key.

Setup User

Counter
Language
mm/mil
Date
Time

1/2

<0>
english
metr.
05.06.13
14:48
next >

€ Under this item, you can read out the number of welds performed.
€ You can set the counter back to "0" with the E] key.
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Language

@ Select the menu item with the | >J arrow key.

Setup User

Counter
Language
mm/mil
Date
Time

1/2

(0]
<english>
metr.
05.06.13
14:48
next >

@ Select the language in which the text should be output in the display with the

and E] keys.

The following languages, e.g., are available ":

— German
— English

— Iltalian.

V) further languages on request

Stud diameter in mm/mil
@ Select the menu item with the (> arrow key.

Setup User

Counter
Language
mm/mil
Date
Time

1/2

0]
english
<metr.>
05.06.13
14:48
next >

@ Set the measuring unit for your welding elements with the (+] and E] keys:

metr. =

mm

imper. = mil
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Date

@ Select the menu item with the > arrow key.

Setup User

Counter
Language
mm/mil
Date
Time

1/2

(0]

english
metr.

<05> 06.13
14:48

next >

€ Select the day, month or year with the arrow key.
@ Set the current date with the (+] and E] keys.

Time

@ Select the menu item with the (>] arrow key.

Setup User

Counter
Language
mm/mil
Date
Time

1/2

(0]

english
metr.
05.06.13
<14> 48
next >

@ Select the hours or minutes with the | >] arrow key.
@ Set the current time with the (*+] and B keys.

Date and time are stored with the help of a battery.

@ € Inform your service department if the date and time settings are not
y displayed correctly after switching on.

©HBS Welding Systems GmbH

All rights reserved — Reprinting, in whole or in part, only with the approval of the manufacturer

69



12 Welding HBS
N 4

Baud rate

Com Rem
@ Select the "Continue" menu item with the | >J arrow key.

€ Now open page 2 with the Enter key .
@ Select the "Com Rem” menu item with the [ >] arrow key.

2/2
Setup User

Com Rem <115200>
Com CP 115200

next >

@ Here you can define the baud rate for controlling the stud welding unit remotely.
The standard setting is 115200.

The following settings are possible using the and @ keys:

9600, 19200, 38400, 57600 and 115200.

Com CP
@ Select the “Com CP” menu item with the | >] arrow key.

2/2
Setup User

Com Rem 115200
Com CP <115200>

next >

€ Here you can define the baud rate for reading out the CP values of the stud weld-
ing unit.

The standard setting is 115200.

The following settings are possible using the and [3 keys:
9600, 19200, 38400, 57600 and 115200.

€ Confirm your settings with the Enter key .

The settings are automatically saved.
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12.4 Service Settings

12.4.1 Service
@ Press the arrow key to call up the submenu.

€ Now press the arrow key until the "<" character appears in front of "Service".

Menu 1
Library
Setup CP
Setup User
< Service >

@ Open the "Service" menu item with the Enter key .
The name of the stud welding unit used appears under this menu item.

The internal data can only be read out with a password.

Service 1/1
Type CDMi 2402
AutomEn On
Password? 0000
I]@ Settings or changes in this menu can only be performed by HBS ser-
vice staff.

@ Leave this menu by holding down the arrow key.
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12.4.2 Gun Test

This function is only displayed if a welding gun or welding head with solenoids is
connected.

This is how you activate "Gun test":
@ Press the arrow key to call up the submenu.

@ Now press the arrow key until the "<" character appears in front of "Gun test".

Menu 1
Library
Setup CP
Setup User
Service
< Gun test >

€ Open the "Gun test" menu item with the Enter key .

Lifting test (without contact)
You can now make an air shot and test the lift function.

1/1

Gun test

Lifting test

Immersion time (with contact)
€ Place the welding gun or welding head onto a workpiece connected to earth.

@ Press the welding gun or welding head start button.
@ This triggers the lifting process. (A weld is not triggered.)

€ The display shows the immersion time from release of the solenoid until the work-
piece touches the stud:

1/1

Gun test

Time: 6.19 ms

@ Leave this menu by holding down the arrow key.
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With the indicated immersion time you have a comparison value for the dynamic
behavior of the welding gun. This value helps to obtain reproducible welding results.

12.5 Performing the Welding Process

@ @ First set the necessary charging voltage and capacity.

€ Read and observe here points 12.3.2 ,Setting Charging Voltage* and
12.3.3 ,Setting Capacity”.

f Electric shock and light arc hazard

€ Never touch the welding elements, chuck, retaining nut or electrically con-
ductive parts in their vicinity during the welding process.

These parts are live.

€ Never wear metal jewellery, even a wristwatch, on your body during the
welding process.

This will help to avoid injuries and damage due to electric power or electro-
magnetic fields.

f Electric shock and light arc hazard
€ Stand on an insulated mat if you have to weld under the following condi-
tions:

— In confined spaces with electrically conductive walls

— Under cramped conditions between or against electrically conductive
parts

— Where there is limited mobility on electrically conductive parts

— In damp, wet or hot rooms.
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Danger of deflagration of explosive gases and substances
A € Never weld in rooms with an explosion hazard.
€ Never weld on vessels containing or that have contained substances
— which are inflammable or promote combustion,

— which may create health-endangering gases, fumes or airborne parti-
culates,

— or which could cause explosions.
Such work may only be carried out by welding specialists.

€ Do not carry out such work if you have not been specially trained for it.

Risk of fire and burns due to glowing weld spatter
L

@

€ Wear your personal protective equipment and

@ your safety goggles with sight glass of protection class 2.

»
7z

€ Wear a protective helmet when welding over head.

€ Remove all inflammable materials and liquids from the vicinity of the place
of work before starting welding.

€ Ensure that an approved fire extinguisher is available at the place of work.

€ Observe furthermore your working instructions and the accident preventi-
on regulations.

Glowing hot weld and liquid spatter occur during welding.
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Danger due to noise
€ Wear your ear protection during welding.

€ Observe furthermore your working instructions and the accident preventi-
on regulations.

€ Inform colleagues working in the immediate vicinity accordingly before
starting work.

A >90 dB (A) bang can occur during the welding process.

@ Ensure that the welding gun has been prepared in accordance with the
corresponding operating manual.

€ Check whether a welding element has been inserted into the welding gun.

@ Insert a welding element, if necessary.

@ Place the welding gun perpendicularly onto the workpiece as soon as the
stud welding unit is ready for the welding process.

@ Press the welding gun firmly with both hands against the workpiece until
the welding gun attachment (spacer) is resting uniformly on the workpie-
ce.

€ Hold the welding gun firmly, steady and straight.
€ Ensure that you do not touch any metal parts of the welding gun.
4 Only now should you press the button of the welding gun.

The welding process is started.

€ Always pull the welding gun perpendicularly away from the welding
element after the welding process.

If you pull the welding gun away at an angle, you will strain the chuck and
shorten its service life.

Risk of burns

The gun head becomes very hot during the welding process. The same
applies to the welded element and the workpiece.

€ Wear your proper protective clothing.
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% € Use only welding elements of one batch.
€ Pay strict attention not to mix welding elements from different batches.
€ Carry out test welds again after a batch change.

Even the slightest changes to the geometry, in particular to the tip of the
welding elements require different settings for the welding process.

€ Now check the quality of the welded joint before inserting a new welding
[@ element and repeating the welding process.

€ Work in accordance with the following point 13.
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13 Checking the Quality of the Weld

13

131

Checking the Quality of the Weld

You can check the quality of the weld by means of a visual inspection and a bending

test.

The number and type or method of the tests to be performed and the acceptance
criteria are defined in respective standards for quality demands.

Carrying out Visual Inspection

€ Carry out a visual inspection on all welding elements.

Visual Inspection

Condition

Possible cause

Corrective actions

Good welded joint

Low spatters around the weld without
outer flaws

The weld pool forms a collar around
the flange of about 1 - 1.5 mm

Correct parameters

none

Gap between flange and workpiece

Weld energy too low
Plunging speed too low

Insufficient support of parent
material

Increase weld energy
Correct plunging speed

Provide support

Many spatters around the weld

Weld energy too high

Insufficient plunging speed

Reduce weld energy

Increase plunging speed

One-sided weld pool
One-sided spatter collar

Weld pool came out on one side

Effect of arc blow
Unsymmetric ground connection

Welding gun put at an angle

Take care for symmetrical
ground connection

Put welding gun vertically to
the workpiece

©HBS Welding Systems GmbH

All rights reserved — Reprinting, in whole or in part, only with the approval of the manufacturer

77



13 Checking the Quality of the Weld HBS
N »

13.2 Carrying out Bending Test
You can purchase from HBS a bending device with inserts for various diameters of
the welding elements.

The bending test serves as an easy work sample and as a check for the selected
welding parameters. The welded joint is stressed by bending in a non-defined way.

1 - Welding element
2 - Welded joint

@ Place the bending device on the welding ele-
ment (1) and

€ bend the welding element (1) with the bending de-
vice once by 30° in any direction.

The bending test is passed if a crack or a fracture of the
welded zone does not occur.

@ Further tests should be conducted if the connection fails in the weld

l@ area.

@ In this case, bend the welding element exactly in the opposite direction by
30° towards the failing seam.
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€ You don’t need to test all studs.

(I

picked at random.

It is sufficient to carry out stud tests on several production samples that are

Bending Test
Type of fracture Possible cause Corrective actions

Base material buckling Correct parameters none

Fracture in welding element above Correct parameters none

flange

Fracture in the weld metal Weld energy too low Increase weld energy
Plunging speed too low Increase plunging speed
Unsuitable stud/base material Replace welding element or
combination workpiece

If the strength of the joint is inadequate, then:

@ check the setting of the stud welding unit.

€ check whether the surface of welding element and base material are clean and

electrically conductive.

They must be free from scale, oil, paint, oxide layers.

@ Grind off hardened workpiece surfaces (e.g. roll hardening).

€ Check the piston of the welding gun for ease of movement.
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13.3 Optimisation of Welding Parameters

@ @ As first step, conduct the tests outlined under points 13.1 and 13.2.
€ As second step optimise the welding parameters according to the table
under point 12.2 Determining the Charging Voltage.
€ Optimise the welding parameters of the stud welding unit.
@ Check the settings of the welding gun.

@ If necessary re-adjust the lift and spring pressure.

@ € Refer here to the operating manual of your welding gun.
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13.4 Blowing Effect and Remedies

With asymmetric ground connections, different material distributions or when wel-
ding at the edge of a workpiece a "blowing effect" can occur. This is an undesirable
deflection of the electric arc. This results in uneven melting of the stud material, in
increased poring and undercuts in the welding area.

The blowing effect is proportional to the current amperage and can be influenced

by symmetrical connection of the ground terminals, by connecting compensating
grounds or (on welding guns with external welding cable) by turning the welding gun
about its vertical axis.

Blowing effect
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13.5

X4

Analysis of Parameters via RS 232 Interface
Via the serial interface X4 of the stud welding unit, the actually recorded data can be
output for a potential storage in ASCII format.

A data cable is required which can be ordered as a consumable at HBS (Order No.
80-50-1243).

X3 X2 X1

X3 - RS 232 remote control
X4 - RS 232 read out
A - Data cable, Order No. 80-50-1243

This data collection can be evaluated by a terminal programme (e.g. Hyper Termi-
nal).

Connection settings of the serial interface at a PC or notebook:

Bits per second: 115200
Data bits: 8
Parity: None
Stop bits: 1
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Transmission of Recognized Data With Microsoft® Hyper Terminal

Microsoft® HyperTerminal is a tool to transfer performance data directly onto your

PC or notebook. The programme is automatically integrated into Microsoft Office
until version 2007.

For later versions of Microsoft Office, such as Office 2010, the programme Hyper-
Terminal can be downloaded free of charge for your personal use.

@ € Switch on the controlling function of the output voltage.
@ Proceed as described in section ,,72.3.7 Setup CP*.

Any data can individually be processed in the window Microsoft® Hyper
Terminal.

@ Link the data cable (Order No. 80-50-1243) to the serial sleeve of the stud
welding unit and to the serial sleeve (com1 or com2) of a PC’s/Laptop.
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€ Now call up the Hyper terminal:

S

4 Internct Explorer
Microsoft Outlook

crosoft Word
IMicrosoft Excel

o 40029

) Systeminformationen
%5 HyperTerminal

gﬂ‘ Yolo Views Express

Alle Programme B

e C

‘4 Start

Start

Y

Programs
Q{> Accessory

S

Communication

S

I Registry System Wizard 3
I Spiele 3
l.'m Wolo Yiew Exprass k
fj WeldLogger 3
I weldPrint

I weldQas Demo
I winzip

Zubehar

Hyper Terminal

&

[T) Eingabehifen

[.a #crobat Reader 5.0 fi Kommurikation @ Hyper Terminal 3
@ Internet Explorer @) Systemprogramme » l [5] Assistent fir neue Verbindungen
E‘g Lockergniome, com TipstTricks @) Unterhakungsmedian vl & HypesTerminal

Microsaft Access wd Adressbuch ? Metzwerkinstallations-Assistent
Microsoft Excal W Editor & Netzwerkverbindungen

E Mcrosoft FrontPage B Eingabeaufforderung -Q Remobedeskiopyerbindung
Mcrosoft: Outlook W Fant

Micrasoft PowerPoint W) Programmkompatibiitsts-Assistent

W] Microsaft Word = Rechner

W M3N Explorer g Synchranisisren

L'jj Cutlock Express Iﬂ Winsdows Movie Maker

¢o Remoteuntarstitzung &) Windows ¥P-Tour

& Windows Media Player 3 Windows-Explarer

& steg Systems X-Setup A wordrad
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Connection Description

e

Name:

- = New Connection

Enter a name and choose an icon for the connection:

Icon:

OK H Cancel ]

4 Name the connection (e.g. the company name or a date - however wit-

hout dots).
@ Select any icon.
€ Confirm with OK.

@ Define the interface (com1 or com2 at the PC).

€ Confirm with OK.

Connect To

< ™4 hbs_test
,g‘ _|

Country/region:
Area code:
Phone number:

Connect using:

Enter details for the phone number that you want to dial:

L1

ovi 14

] [ Cancel ]
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COM1 Properties

Port Settings |
Bits per second: | V|
Data bits: |E v|
Parity: | None v|
Stop bits: |1 V|
Flow control: | no v|
Advanced... ] [ Restore Defaults ]
[ OK ] [ Cancel ] [ Apply ]

@ Define the connection settings:
Transmission rate: (Bits per second)
— CDMi and IT stud welding units 115200
— CDM stud welding units 19200
€ Confirm with OK.
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13 Check Quality of the Welded Joint

#g hbs_test - HyperTerminal
File Edit View Call Transfer Help

EmEEIE

< |

Connected 00:00:28 Auto detect Auto detect

@ Do not forget to save data.

“& hbs_test - HyperTerminal

File  Edit View Call Transfer Help
O = & =OH Send File...
Receive File...

Capture Text...

Send Text File...

Capture to Printer

CAPS NUM  Capture Print Echo

S =E

<

>

| £

Creates a file of all incoming text.
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13 Check Quality of the Welded Joint

¢ hbs_test - HyperTerminal
File Edit View Call Transfer Help

Capture Text

Folder: M:

Fie: IR

< |

Connected 00:05:01 Auto detect Autom detect CAPS NUM | Capture

@ Give a file name.
@ Confirm with start.

Example for data output at serial output
(e. g. Microsoft® Hyper Terminal):

Output serial interface CDMi units

Print Echo

No. Date Time Prg./ Prg.- Charging Capacity | Mode Ref-CP | Tolerance CP Status
Libr.-Mode | No. voltage

29 06.06.2013 08:52:28 P 1 91V B1+2 R Ref8 T10% A 28271

30 06.06.2013 08:52:34 P 1 91V B1+2 R Ref7 T10% A 28038

31 06.06.2013 08:52:40 P 1 91V B1+2 R Ref6 T10% A 28025

32 06.06.2013 08:52:46 P 1 91V B1+2 R Ref5 T10% A 28064

33 06.06.2013 08:52:52 P 1 91V B1+2 R Ref4 T10% A 27986

34 06.06.2013 08:52:58 P 1 91V B1+2 R Ref3 T10% A 28002

35 06.06.2013 08:53:04 P 1 91V B1+2 R Ref2 T10% A 28038

36 06.06.2013 08:53:10 P 1 91V B1+2 R Ref1 T10% A 28040

37 06.06.2013 08:53:16 P 1 91V B1+2 R R 28034 T10% A 28025 OK
38 06.06.2013 08:53:22 P 1 91V B1+2 R R 28034 T10% A 28035 OK
39 06.06.2013 08:53:28 P 1 91V B1+2 R R 28034 T10% A 28042 OK
40 06.06.2013 08:53:28 P 1 91V B1+2 R R 28034 T10% A 28042 OK
41 06.06.2013 08:53:34 P 1 91V B1+2 R R 28034 T10% A 28045 OK
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13.6 Remote Control via RS 232 Interface

You can control the stud welding unit via the X3 serial interface.

A data cable is required which can be ordered as a consumable at HBS (Order No.
80-50-1243).

X3 A

\

X3 - RS 232 remote control
A - Data cable, Order No. 80-50-1243
This data can be evaluated via a terminal programme (e.g. Hyper Terminal).

Connection settings of serial interface on the PC or laptop:

Bits per second: 115200
Data bits: 8
Parity: None
Stop bits: 1
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If the interface is set correctly, you will get a display of the device type and the cur-
rent software when the stud welding unit is switched on.

The HELP and ENTER command shows you the current command set.

If you only enter the command and press ENTER, the current state is returned.
Enter PROG and confirm with ENTER; the stud welding unit writes back the pro-

gramme number for the programme currently in use.

Up to 15 different programmes can be used. Enter PROG=3 and ENTER; the stud
welding unit switches to programme 3.

The following command set is available in ASCII format:

PROG:

BATT: 0 or 1

VOLT:

AUTO:

LOCK:

LANG:0to 2

STMA:

MAOF:

TIME:

DATE:

BMAT: 0 to 3

BDIA: 0 to 5

Programme

Capacity switching

Charging voltage
Blow time

Key lock

(key lock ON: no key function in the front on the

display)

Language

Only query whether welding gun or welding head

with solenoid is connected

Solenoid control can be switched off

Time setting
Date setting

Stud material setting

Stud diameter setting

1to 15

0 = 33000 pF
1=99000 pF

50 Vto 220 V
0 ms to 5000 ms

LOCK=0 key lock is OFF
LOCK=1 key lock is ON

0 = German
1 = English
2 = French

MAOF = 0 Solenoid is being con-
trolled

hh:mm:ss

dd.mm.yy

0 =Al99,5 1 =AIMg3
2 =S235 3 =A2-50
0=M3 1=M4
2=M5 3=M6

4 =M8
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BIBL: 0 or 1

CPMO: 0Oor1

CPRE:

CPTO:

CPST:

CPON:

CPQU:

CPAK:

Switch library on or off

CP mode setting

Entry of reference value
Entry of tolerance in %

Switch stop function in CP mode on or off

Switch CP mode on or off

Acknowledge stop function in CP mode

Read out current CP value

Example: entry of new charging voltage 150 V
VOLT=150 and ENTER

0=OFF
1=0ON

0 = Input
1 = Ref

from 1 to 65000
from 1 to 99

0=OFF
1=0N

0=OFF
1=0ON

CPQU=1 Fault is acknowledged

CPAK=1 Value is read
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14

A\

Troubleshooting

Danger from insufficiently qualified operating personnel

@ Carry out only the work described here on your stud welding unit or stud
welding gun.

€ Repairs may only be carried out by appropriately qualified personnel.

€ Inform your dealer or your maintenance department.

Fault

Possible cause

Fault localisation

Fault remedy

Performance

Light signal of mains
switch does not light

Mains socket defective

Mains cable broken

Check mains socket*)

Check mains cable*)

Replace mains socket*)

Replace mains cable*)

Qualified specialists

Qualified specialists

No LED display at the

Fuse F2 1 AF defective

Check mains fuse*)

Replace mains fuse F2

Qualified specialists

line of welding gun

Welding gun trigger
button defective

Control cable broken

ting line*)

Check control cable for
electrical flow with trigge-
red start button*)

Check control cable for
electrical flow*)

line*)

Replace welding gun
trigger button*)

Replace control cable*)

front on the transformer of the
stud welding unit*)
Leads interrupted Check leads®) Replace leads*®) Qualified specialists
. No ground connection | Check ground connection | Tighten ground connec- | Trained personnel
No ”D" display on workpiece tion properly
Gun not connected Check gun connection Connect gun properly | Trained personnel
Transition resistance Check material surface Clean or grind material | Trained personnel
(between stud and work-| surface
piece) too high
Ground cable broken Check ground cable*) Replace ground cable*) | Qualified specialists
Welding gun cable Check welding gun cable*)| Replace welding gun Qualified specialists
broken cable*)
No k display Defective connecting Check function of connec- | Replace connecting Qualified specialists

Qualified specialists

Qualified specialists
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14 Troubleshooting

Fault Possible cause Fault localisation Fault remedy Performance
Gun does not lift, in spi- | No lift adjusted Check settings of welding | Modify set parameters | Trained personnel
teofk,”g,andﬂ- gun
Short circuit of solenoid | Check resistance value at | Replace control cable | Qualified specialists
circuit of the gun control cable connector connector, control cable
(18 Q to 22 Q) between and solenoid*)
Pin 1 and Pin 2%)
Solenoid defective Check solenoid (18 Qto | Replace solenoid*) Qualified specialists
22 Q))
No /- display Magnetic circuit inter- Check resistance value at | Replace solenoid or Qualified specialists
rupted control cable connector control cable*)
(18 Q to 22 Q) between
Pin 1 and Pin 2%)

W

Work marked with *) may only be carried out by qualified electricians!

€ Please contact our Service department if none of the measures described
remedies the situation.

@ Please use the form ,Service & Support* in the annex to send in the stud

welding unit.
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Fault codes

Command | Indicator display Description

Stop Pushbuttons A pushbutton in the front plate is stuck

Stop Rel.clos N/O relay contact not in correct position

Stop Rel.open N/C relay contact not in correct position

Stop RLR Reload relay defective

Stop RLT Reload transistor defective

Stop TO Load Charging time of the capacitor battery too long

Stop TORL Recharging time of capacitor battery too long

Stop SCR Thyristor fault

Caution Temp. LT Iig;zjrs;#re on loading unit too high. Wait until the charging unit has

Caution Temp Interi_or temperature of stud welding unit too high. Wait until the stud
welding unit has cooled off.

€ Switch off the device when a fault code with “Stop” is displayed.

€ Switch the device back on after approx. 5 minutes.

@ Please contact our service department if the fault remains.

@ Please use the form ,Service & Support® in the annex to send in the stud welding

unit.
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15 Shutting Down

@ Switch off the stud welding unit.
@ Pull out the mains plug.
€ Disconnect the control cable and welding cables from the stud welding unit.

@ Protect the stud welding unit and its components against the ingress of liquids
and foreign matter.
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16 Maintenance and Care

f Electric shock hazard
€ Always switch off the stud welding unit before starting maintenance and
care work.

@ Pull out the mains plug.

f Danger from insufficiently qualified operating personnel
€ Carry out only the work described here on your stud welding unit.
€ Repairs may only be carried out by appropriately qualified personnel.

€ Inform your dealer or your maintenance department.
16.1 Cleaning

@ Clean the surface of the stud welding unit with a slightly damp cloth, when
necessary.

€ Add a little household detergent to the cleaning water.

€ Do not use solvents for cleaning.

©

These can damage the surface of your stud welding unit.

The inside of the stud welding unit must be cleaned at least every
three months.

©

€ Inform your dealer or your maintenance department.
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16.2 Inspection and Tests
@ @ Inspect the condition of the mains cable.
4 € Inform your dealer or maintenance department if you discover any dama-
ge.

€ Check whether the readings on the display of the stud welding unit are
still legible before starting work.

@ Clean display and control panel in the event of soiling.

€ Replace any removed or damaged signs:

Before opening machine disconnect mains

Observe the operating manual

A Warning of electric shock hazard

We recommend that the stud welding unit be subjected to an annual perio-
l@ dic inspection in compliance with the standard IEC 60974-4 “Periodic
inspection and testing”.

Please contact your customer advisor for further information.
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17 Storage

@ Store the stud welding unit in a safe and dust-free location when not in use.
@ Protect the stud welding unit from moisture and metallic contamination.
@ Store the stud welding unit only under the following ambient conditions.
@ Storage temperature:
23 °F to 122 °F (-5 °C to +50 °C)
Relative humidity:

0 % - 50 % at 104 °F (+40 °C)
0%-90 % at 68 °F (+20 °C)

18 Disposal

@ Dispose of the stud welding unit only via the manufacturer or a specia-
list disposal company.

@ Never dispose of the stud welding unit in the domestic refuse.
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Service & Support
With the return please attach a copy of the filled out form together with the repair number given by HBS! Repairs without repair
number will not be processed.

Repair number
(given by HBS)

Company:

Name / Surname:
Street:

City, State and ZIP/Postcode:
Country:
Phone & Fax:

E-mail address:

Stud welding unit / stud welding gun
type of model:

Serial number:

Date of purchase:

Purchased at distributor:

Detailed descriptions of errors:

Service & Support may be done up to the value of EUR
without quotation: I:l Yes D No

Could you find any damage / burn marks

on the cables: D Yes D No
on chucks: D Yes I:l No
Are all plug and screw connections tightly fastened *: |:| Yes D No
Are there any burn marks on plug or screw connections: DYes D No
Is there any other visual damage (e.g. cracks, dents): DYes l:l No
Have you checked the fuses: I:l Yes D No

Default on the display of the stud welding unit:

ARC/IT cCh/Ccbm/sC

O x4 @ [ .

Which LED’s are illuminated (please mark with a cross)?

Please e-mail or fax this form to service@hbs-info.de or fax: +49 8131 511-100.
In case a repair is necessary a repair number will be given!

*

See also operating manual chapter ,Connection*
Doesn’t light when using a contact welding gun

*k
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automaticmode. ................... 34 full-ear hearing protection . ... ........ 10

automatic welding head. .. ........... 14 fully automatic stud feeder. ... ........ 33

B fumes, harmfulto health . .......... 9,28
fuse ... 37

bang......... ... L. 10, 75

basic configuration. .. ............... 15 G

basic settings. . . .......... ... ... 49 gapstudwelding................ 26, 27

batch . ........ ... . ... .. ........ 76 glossary............. ... .. ....... 14

bending device withinserts. . . ........ 78 goggleswithvisor .................. 10

bendingtest. . ........ ... ... ... 78 groundcable ...................... 36

blowingeffect. . . ......... .. ... ... 81 groundclamps. . ................... 36

C H

capacitor . ................ .. 14, 25, 27 hazards for the machine . ............ 12

chargingdevice.................... 19 hazards for the operator . ............ 12

charging voltage ............. 45, 46, 47 heart pacemaker . ............. 9,12, 43

checking the quality. . ............... 77 helmet .......... ... ... .......... 10

cleaning............ .. ... .. ... 96

clothing, non-flammable ............. 10 I

compressed air connection . . ......... 34 ignitiontip ..................... 25,27

contact,external . ........... ... .... 40 immersiontime .................... 72

contactstudwelding .. .............. 25 intendeduse ................... 17, 30

control . ........ .. ... ... ... 19

controlcable . ..................... 32 L

control panel and display. . ........... 21 librarymode. . .................. 22,55

CPcontrol ........................ 58 lift 27
liftingtest. . ......... ... ... ... . ... 72

D liquids, inflammable. .. .............. 28

damage to the plug connectors. . . .. 32, 36 loadingcontrol. . ................... 40

danger from incorrectuse . .. .......... 8

datacable .................. 15, 82, 89 M

delivery condition. . ................. 48 mainassemblies . .................. 19

determination of charging voltage . . . . .. 44 mains power supply. . ............... 37

disposal .......................... 98 mains switch . ..................... 44
mainsvoltage ..................... 37

E maintenance andcare............... 96

ear protection. . . ............ . ..., 12 maintenance and care, regular . . ... ... 96

electrical hazards. . ................. 12 materials, inflammable. . . ............ 28

electricarc. ................. 14, 25, 27 Microsoft Hyper Terminal. ... ......... 83

electromagneticfields . .............. 12

EMF directive, safety notices. . ... ..... 11 o

external contactscan. .. ............. 40 operatingmanual. .................. 15

external welding start. . . ............. 42 oxidizing materials. . ................ 26
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Index

P
plungingspeed . ................... 25
protective apron. ................... 10
protective equipment. . .............. 10
protective equipment, personal . . ... ... 12
protectivegloves . .................. 10
R

rectifier. .. ... ... . . L. 14
referencevalue .. .................. 59
riskofburns........ ... ... ... L. 74
riskoffalling. ...................... 28
riskoffire. .......... ... .. ... ..... 74
risk of tripping .. ......... .. ... . ... 28
RS 232interface ................ 82, 89
S

safetygoggles............ ... ... ... 12
safety goggles with sightglass ... ..... 10
safety precautions . . .............. ... 8
scopeofsupply ........ ... ... 15
selectmode. . ............ ... ... ... 58
settingoptions. . . ......... .. ... . ... 48
shuttingdown . .................... 95
SPACEN . . ot 75
speed. . ... 27
storage. .......... ... 98
storage temperature ... ............. 98
studfeeder.............. ... ... ..., 14
stud feedingtime................... 54
studweldinggun .. ................. 14
stud weldingsystem . ............... 14
stud weldingunit . . ................. 14
substances, explosive . .. ............ 28
surface of base material ............. 79
surface of weldingelement . .. ........ 79
switch on the stud welding unit . .. ... .. 44
symbolsused. . . ................... 12
T

testwelding................. ... ... 44
tolerancevalue ................. 59, 62
troubleshooting . . .................. 92
typeplate. ... L. 20, 37
\'}

vessels, weldingworkon. . ........... 74
visual inspection .. ................. 77

W

warranty entitlement .. .............. 18
welding capacitors. . . ............... 19
welding currentcable. . .............. 32
weldingelement. . .................. 14
weldingenergy ................. 25, 27
welding gun attachment. . . ........... 75
welding parameters. . ............ 14, 30
weldingprocess. .. ................. 25
welding thyristor. . .. .......... ... ... 19
workpiece . ........ .. 14
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